


SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

3.0m2.5m

1.0m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

3.5m3.0m

1.0m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

3.9m3.5m

1.0m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

4.4m4.0m

1.0m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

4.9m4.5m

1.0m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

5.4m5.0m

1.2m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER: 
SINGLE SECTION SPECIFICATION

Length

Stabiliser Bar Width

Width Depth
0.4m 0.1m

5.8m5.5m

1.2m

Maximum
Working Height

75°

Max Working height is calculated
as Max Standing height + 1.6m



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

4.0m

Closed Length
2.5m

0.3m

0.4m
Bottom Section Width

Depth
0.1m

Stabiliser Bar Width
1.2m

4.4m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

5.0m

Closed Length
3.0m

0.3m

0.4m
Bottom Section Width

Depth
0.1m

Stabiliser Bar Width
1.2m

5.4m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

6.0m

Closed Length
3.5m

0.3m

0.4m
Bottom Section Width

Depth
0.1m

Stabiliser Bar Width
1.2m

6.3m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

7.0m

Closed Length
4.0m

0.3m

0.4m
Bottom Section Width

Depth
0.1m

Stabiliser Bar Width
1.2m

7.2m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

8.0m

Closed Length
4.5m

0.3m

0.4m
Bottom Section Width

Depth
0.2m

Stabiliser Bar Width
1.2m

8.2m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

9.0m

Closed Length
5.0m

0.3m

0.4m
Bottom Section Width

Depth
0.2m

Stabiliser Bar Width
1.2m

9.1m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
DOUBLE SECTION SPECIFICATION

Top Section Width

Open
Length

10.0m

Closed Length
5.5m

0.3m

0.4m
Bottom Section Width

Depth
0.2m

Stabiliser Bar Width
1.2m

10.1m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
TRIPLE SECTION SPECIFICATION

Top Section Width
0.3m

Stabiliser Bar Width
0.5m

1.2m

Bottom Section Width

Open Length
5.5m

Closed Length
2.5m

Depth

0.2m

5.8m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
TRIPLE SECTION SPECIFICATION

Top Section Width
0.3m

Stabiliser Bar Width
0.5m

1.2m

Bottom Section Width

Open Length
7.0m

Closed Length
3.0m

Depth

0.2m

7.2m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
TRIPLE SECTION SPECIFICATION

Top Section Width
0.3m

Stabiliser Bar Width
0.5m

1.2m

Bottom Section Width

Open Length
8.5m

Closed Length
3.5m

Depth

0.2m

8.6m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°



SAFETY FIRST.
ALWAYS. THAT’S LFI.

LADDER BUYING GUIDE
TuFF EXTENDER & PRo EXTENDER:
TRIPLE SECTION SPECIFICATION

Top Section Width
0.3m

Stabiliser Bar Width
0.5m

1.2m

Bottom Section Width

Open Length
10.0m

Closed Length
4.0m

Depth

0.2m

10.1m
Maximum
Working Height

Max Working height is calculated
as Max Standing height + 1.6m

75°


